
FLOATING BALL STEAM TRAP

GENERAL FEATURES

SK-50

Ayvaz SK-50 Steam Trap carry 
out continuous evacuation with 
varying amount of condensate at 
steam saturation temperature. It is 
not affected by sudden and wide 
pressure changes. It is preferable 
for systems where condensate 
discharge is requested to be rapid 
and it is preffered where condensate 
accumulation is inconvenient. Ideal 
for automatic temperature controlled 
systems.

In addition to the float performs the 
discharge tastk, the air is carried out by 
the thermostatic capsule in the body. 
In this way, the impact of the water 
hammer in thepipeline are prevented. 
At the same time, if the float loses its 
function for any reason, thermostatic 
capsule is activated and continues to 
drain the condensate and prevents 
congestion in the system.

Material Parts

Body (DN25): GGG 40 Ductile Iron

Body (DN32-40-50): GG 25 Cast Iron

Inner Parts: AISI304 Stainless Steel

Connection:
Threaded or Flanged

Nominal Diameter:
DN25 (1” ) – DN50 (2” )

Pressure:
Max. 16 bar

Working Temperature:
Max. 250 ºC

Application Areas:
- Heat exchangers
- Heating batteries 
- Tanks
- Drying rollers

Installation:
Horizontal

Material Parts

Body (DN25): GGG 40 Ductile Iron 
Body (DN32-40-50): GG 25 Cast Iron 
Inner Parts:  AISI304 Stainless Steel

Connection:
Threaded or Flanged

Nominal Diameter:
DN25 (1” ) – DN50 (2” )

Pressure:
Max. 16 bar

Working Temperature:
Max. 250 ºC

Application Areas:

- Heat exchangers
- Heating batteries
- Tanks
- Drying rollers

Installation:
It should be in a horizontal position 
that allows the float in the steam trap 
to work vertically.
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GENERAL FEATURES

Ayvaz SK-50 Steam Trap carry out 
continuous evacuation with varying amount 
of condensate at steam saturation 
temperature. It is not affected by sudden 
and wide pressure changes. It is preferable 
for systems where condensate discharge is 
requested to be rapid and it is preffered 
where condensate accumulation is 
inconvenient. Ideal for automatic 
temperature controlled systems.

In addition to the float performs the 
discharge tastk, the air is carried out by the 
thermostatic capsule in the body. In this 
way, the impact of the water hammer in the 
pipeline are prevented. At the same time, if 
the float loses its function for any reason, 
thermostatic capsule is activated and 
continues to drain the condensate and 
prevents congestion in the system.
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SK-50

Connection Type Flanged Threaded

Diameters (mm) 25-32-40-50 1" - 1 1/4"- 11/2"-2"

Weight (kg) 8.3-20.8-21.8-33 6.8-16.8-17.6-22
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Dimensions

Size

Flanged

ØD 
(mm)

Øk 
(mm)

Øg 
(mm)

b
(mm)

Øixn 
(mm)

A
(mm)

H1 
(mm)

H2 
(mm)

H
(mm)

L1 
(mm)

L2 
(mm)

L
(mm)

DN32 140 100 78 20 18x4 190 237.5 107.5 207 277 245 320

DN40 150 110 88 20 18x4 190 237.5 107.5 207 277 245 320

DN50 160 125 102 22 18x4 220 262 124 230 290 252 320

Dimensions

Size
Threaded

ØD (mm) A (mm) H1 mm) H2 (mm) H (mm) L1 (mm) L2 (mm) L (mm)

1 1/4"  70 190 207 237.5 207 107.5 277 270

1 1/2" 70 190 207 237.5 207 107.5 277 270

2" 80 220 230 230 220 124 290 300


